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EDGE ELEMENTS 
General information about the project 

Date:  

 

Company:  

Contact person:  Telephone:  

Street:  Mobile:  

Postcode / Town:  E-mail:  
 

Project name:  

Street:   

Postcode / Town:  Optigrün Object No.:  

 
 

 

 

 

 

 

 

 

 

Technical details of the project: 

 Max. distributed load of the roof area:  kg/m² ( consider possible line and/or point loads ) 

 Inverted roof:   Yes (if yes, compressive strength of the insulation material:  kN/m²)   No 

 Power supply available?   Yes   No 

 Water supply avialable?   Yes   No   

    1/2“    

    3/4“    

 Location:   full sun   

    shade   

    semi-shade   

 Approach by truck possible:   Yes   No 

 
Unloading possibility available (lift truck/wheel loader/crane or 

similar): 
  Yes   No 
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Detailed planning documents are essential for a binding execution planning. 

We also require the following planning documents: 
1. Adjusted top view of the roof with measurements 
2. Sections and details 

 
Please send the necessary data in digital from (if possible dwg or vwx) together with the completed checklist to the 
following e-mail address: 
 

randelemente@optigruen.de 
Note:  
An initial consultation by the Optigrün-Application Technology is free of charge for you. 
For other versions or modifications Optigrün will invoice 250 €. 

Technical specifications of the edge elements: 

 Planting bed no.  : 

 

Material 
aluminium: 

Aluminium L-angle 
 

 Height:  mm 

 

   

 

 Widening for seat 

 

Height:  mm 

Width of seat:  mm 

 

 

 Design for narrow planting 
beds (width max. 600 mm) 

 

Height:  mm 

Width of 
planting bed: 

 mm 

 

 

Material stone 
fibre slab: 

Stone fibre L-angle 
 

 

Height:  mm 

 

 

 

 Stone fibre trapezoidal 
edge element 
 

 

Height:  mm 

 

 

 Other: 

 Type of irrigation:   Accumulation   Drip hose/tube 

 Outlet overflow pipe:   Downwards   Sideways 

 Colour coating: RAL-No.  (standard) or DB-Nr.  or other:  
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